Marion Ceramics Vee Brick Specifications

PART I-GENERAL:

1.1 DESCRIPTION;

The requirements for the veneer brick (referred to as Vee Brick) that may be installed according to the specifier.

1.2 SUBMITTALS:

A.

SAMPLES: Five individual samples of each Vee Brick color showing normal
and extreme variations in color and texture.

CERTIFICATIONS: Submit certifications that all the Vee Brick will meet or
exceed all designated specification.

QUALIFICATIONS OF INSTALLER: Installer shall be certified by the
parent company of the selected system of installation or have a minimum of 5
years experience with that system.

PART 2-PRODUCTS:

2.1 MATERIALS:

A.

B.

Vee Brick shall be manufactured by MARION CERAMICS, 2245 Blue Brick

Ct., Marion, South Carolina, 29571, phone 800.845.4010, fax 843.423.1515.

Vee Brick may be square edge, 2 1/4”x 7 5/8" x 9/16" or 2 1/4" X 7 5/8" x 15/16",

or the 15/16" may be tumbled.

Finish shall be wirecut

Color to be selected by owner's rep.

Vee Brick will meet or exceed all requirements as set forth in ASTM C-1088,

Type TBS, Grade Exterior.

Note: Tumbled products will comply with the above specification with the exception of chippage and size.
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